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ELEKTRONIK

Dsub Jack, IDC contacts,flat 09-pole,E-DFF 09 LPIIl/Z UNC

General data

e Quality level lll
* UNC thread
* 50 mating cycles

Tekniske egenskaber

Available variants
Number of poles

ArtNr. Bezeichnung
29015.1 Dsub Jack, IDC contacts,flat 09-pole,E-DFF 09 LPIIl/Z UNC 9
29017.1 Dsub Jack, IDC contacts,flat 25-pole,E-DFF 09 LPIIl/Z UNC 25
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ELEKTRONIK

Dsub Jack, IDC contacts,flat 09-pole,E-DFF 09 LPIIl/Z UNC
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SPECIFICATION :

.CURRENT RATING : 1 AMP.

.INSULATION RESISTANCE : >1000 M MIN. (AT 500 V DC)
-DIELECTRIC WITHSTANDING VOLTAGE : AC 500 V MIN. (FOR 1 MINUTE)
-OPERATING TEMPERATURE : -55'C TO 105°C

<CONTACT RESISTANCE : < 15mf}

-DIELECTRIC MATERIAL : PBT WITH GLASS—FIBER REINFORCED UL 94V-0

.COLOR : BLACK , BLUE , GRAY (OPTIONAL)

_CONTACT MATERIAL : PHOSPHOR BRONZE

.CONTACT PLATING : GOLD OVER NICKEL

WIRE SIZE : AWG 26 & 28 STRANDED , 1.27mm CONDUCTOR CENTRE FLAT CABLE

54.84/(2.159)] 59.08/(2.326) | 60.73/(2.391)

38.38/(1.511) 42.52/(1.674) 44.27/(1.743)

24.66/(.971)| 28.80/(1.134) | 30.53/(1.202)

16.33/(.643) | 20.47/(.808) 22.20/(.874)

10°TYP. OPTIONAL 40.25 1+ 0.13/(.005) | 1+ 0.13/(.005
REAR NOUNT ONLY) H (£.010) [pear uuﬁmuc’c mouru:mn«):

FOR FRONT MOUNTING |

BECOMMENDED PANEL CUTQUT DIMENSIONS

PART NO.
29015/16/17/18.1

This data sheet is intended solely to describe the technical characteristics of the product. It does not replace an assessment of the product’s suitability for a
specific application. The user is responsible for ensuring that the product is used in accordance with its technical specifications and applicable legal and

regulatory requirements.
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