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ELEKTRONIK

A-DQ(ZN)B2Y OS2 48E (4x12) Fca 5000N PE black 11.2mm

G657A1

General data

Application:
For fixed installation outdoor
In cable ducts, tubes and interconnections

Rei}faden

PE - Mantel

Glasgarnbewehrung

Gel gefullte Bundelader

G657A1,

Mechanical installation by winch is permitted only when using force meters with recording function
Suitable for underground laying (direct buried)

Characteristics:
Outdoor cable

Easy to install with tear thread to open the jacket

Resistant to oil, petrol, acid and leach

The cable diameter can vary
Tekniske egenskaber

Available variants

Cable

ArtNr. Bezeichnung P Category

Number

Tensile
force

of fibres
max

Construct
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ELEKTRONIK

A-DQ(ZN)B2Y OS2 48E (4x12) Fca 5000N PE black 11.2mm
G657A1

A-DQ(ZN)B2Y 0S2 48E (4% 12)
554481 28E (4x12) Fca - 11.2 g, 49 5000N singlemode 112mm 2% 170 mm 192
5000N PE black 'mm G657 Al MJ/m kg/km

11.2mm G657A1

Note on Intended Use

This data sheet is intended solely to describe the technical characteristics of the product. It does not replace an assessment of the product’s suitability for a
specific application. The user is responsible for ensuring that the product is used in accordance with its technical specifications and applicable legal and

regulatory requirements.
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