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2-Port/4-Port Desktop KVM-Switch 
PS/2 - USB - Audio

EB942 ; EB943

EB942_EB943
BT

BT

2-Port/4-Port Desktop KVM-Switch PS/2 - USB - Audio
to control 2/4 PCs over one console

Art.-No. Type
EB942 2-Port KVM-Switch PS/2-USB-Audio+USB2.0 Hub incl. cable set
EB943 4-Port KVM-Switch PS/2-USB-Audio+USB2.0 Hub incl. cable set
Port Selection Hotkey, Select Button
Connections Console Keyboard PS/2 1 x Mini-DIN6 Jack 

Keyboard USB 1 x USB Type A Jack
Video 1 x HDB-15 Jack
Mouse PS/2 1 x Mini-DIN6 Jack
Mouse USB 1 x USB Type A Jack
Audio 2 x 3.5 mm Jack

USB2.0 Hub USB2.0-Peripherie 2 x USB Type A Jack
Computer Keyboard, Mouse 2 (4) x USB Type B Jack

Video 2 (4) x HDB-15 Jack
Audio 4 (8) x 3.5 mm Jack

VGA-Resolution 2048 x 1536 @60Hz 
Power Supply via USB Computer Interface
Dimensions Plastic housing

(L x W x H)
EB942: 138 x 91 x 45 mm
EB943: 220 x 105 x 45 mm

•	Controls	2	or	4	USB-PCs	with	full	audio	support
•	PS/2	console	or	USB	console			•		USB2.0	2	port	hub	
•	Port	selection	via	select	key	or	hotkeys	
•	Separately	port	switching	for	KVM,	audio	and	USB
•	Multi	platform	support		•		Auto	scan	mode
•		Included	in	delivery:	2(4)	x	cable	set	1.2	m


